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PAN & TILT MOUNTING BRACKET WITH 
SUPPORT STRUT SPEC., P/N VC5100-100

C
1 1 

VC11427-100

JD

PENDING

JD 11/9/2010

11/8/2010

 

 

I.O.A.  

CURRENT

0

BRACKET SUB., EXP PAN & TILT, W/STRUT

150 LBS. [68 KGS.]

FEATURES
- HEAVY DUTY CONSTRUCTION
- INCLUDES PAN & TILT MOUNTING FASTENERS. CUSTOMER SUPPLIES SUITABLY 
  SUPPORTED VERTICAL MOUNTING STRUCTURE AND WALL MOUNTING FASTENERS.
- APPROXIMATE WEIGHT: 4.5 LBS. [ 2.05 KGS.]

MAXIMUM LOAD

MODEL

P/N

MTRL. OF CONSTRUCTION ALUMINUM, POWDER COATED

VC5100-100

SPECIFICATIONS

A

6.0 in
[152 mm]

4.75 in
[120.7 mm]

B.C.

.38 in
[9.7 mm]
SLOT
4X

1.63 in
[41.4 mm]

1.75 in
[44.5 mm]

.82 in
[20.7 mm]

.27 in
[6.7 mm]
3X

20.2 in
[512 mm]

20 in
[509 mm]

TYP.


